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High Effective For Lightning
Protection Solar Fuse Holder
ADELS® is a leading China High
Effective For Lightning Protection Solar
Fuse Holder manufacturers.
•Rated current:30A (2.5-6mm²)
•Flame class :UL94-V0
•Safety class:II
•Fush specification:1-30A
•Insertion force:≤50N
•Withdrawal force:≥
•Temperature range:40℃ ~85℃

ADELS® is High Effective For Lightning Protection Solar Fuse Holder manufacturers and
suppliers in China who can wholesale High Effective For Lightning Protection Solar Fuse
Holder.
High Effective For Lightning Protection Solar Fuse Holder

1A 10A 12A 15A 20A 30A solar DC fuse connector fusible holder

High Effective For Lightning Protection Solar Fuse Holder
Description:

·Simple on-site processing
·Accomodates different specifications of the fuse
·High current carrying capacity
·Circuit protection
·Protection class IP67 guarantees the highest connection safety
·Patent product
·CE approved

FUSE Sepcification（1~30A) CN40-FUSE-**
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Attention:The Amp of PV Fuse Holder can be replaced by 1A ,2A, 4A, 6A, 8A, 10A, 12A,15A,20A,30A.

High Effective For Lightning Protection Solar Fuse Holder
Technical Data

Rated current 30A (2.5-6mm²)
Degree of

protection
IP2X/IP68

Rated voltage 1000V DC/1500V DC Flame class UL94-V0

Test voltage 6000V(50Hz.lmin) Safety class II

Overvoltage

category/

Pollution

degree

CATIII/2
Fush

specification
1-30A

Contact

resistance of

plug connecto

rs: lmΩ
Insertion

force
≤50N

Contact

material
Copperjin Plated

Withdrawal

force
≥

Insulation

material
PPO

Temperature

range

40℃

~85℃
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